20

QRS ZHE) Sk -7

BC-100

1080p 59.94/50/29.97/25/24

HIREE 1080i 59.94/50

S W s 4/3" CMOS

AUER 8.29 Mega pixel

(E 34 60 dB

/NS 0.1Lux

I 1/25 (1/30), 1/50 (1/60), 1/75 (1/90), 1/100 (1/120), 1/125, 1/150, 1/200

CERA (1/240), 1/500, 1/1000, 1/2000, 1/4000, 1/8000 sec

SREHfE Depends on Lens

Gamma Dynamic Adjustment

R E Manual

oAl 3D Noise Reduction

EHEAHES Simplified Chinese/English (control app)

SRS AWB / MWB / Lock

ACG/H4 25 2l Auto(AGC) / Manual / Lock

S TR

R App control(push-auto/manuial), Lens control

K-/ 2 6 [

K-/ 2 A% B

TR

FEpR Depends on Lens

P Depends on Lens

] 5 A 1 Auto

S A5 i SDI x2, HDMI x1

5 i\ Support Dual XLR Mic in with phantom power
Embedded with video output

Tally & Dual color (Red, Green)

Ty B A

Protocol DVIP
Wifi: 5m

USB(OTG): 0.5m

HA Ui Tk



https://datavideo.com/tw/product/BC-100

S E U ELIR AR AT

R B AR AT

AR LR

AL GRS ES B

#m7% Frame rate

POE

FHE T Control app(Wifi)
TRz |
TS ) 95 Android / iOS phone
JRIZR FH IR &5 R 1/4-20 UNC
Al B
PR Dark blue
R~ 101 x 198 x 104 mm
HE 1.2 kg
HRAERE 0~40 °C
BEIH DC 12V 21W
1 x BC-100 Main Unit
1 x M4/3 Camera Body Cap (Attached on camera)
o 1 x DC 12V power adaptor

1 x Wifi Antenna
1 x Micro-USB OTG cable
1 x USB-C OTG cable




